
Hairplus - 25
Hairplus® er forbehandlet galvaniseret stål med et 25µm tykt hærdende polyesterbelegg i to lag, påført ved høj temperatur, til tag og facade. Fås i 40 standardfarver i Colorissime®-farvekortet,
inklusive et bredt udvalg af metalliske farver. Hairplus® 25 kan bruges i ikke-aggressive miljøer mere end 10 km fra havet.

Hairplus® 25 µm anbefales til udendørs brug under normale atmosfæriske forhold >10 km fra havet (mellem 3 og 10 km, kontakt os) og indendørs i ikke-aggressive miljøer med lav
luftfugtighed
Til hårdere miljøer anbefales malingssystemerne Hairultra® eller Hairexcel®. Se vores materialeguide

Contact us
 

https://deep-demo.ufoo.consulting/da
https://deep-demo.ufoo.consulting/da/color-coatings?organic_coating%255B1755%255D=1755
https://deep-demo.ufoo.consulting/da/projects/b-home-house
https://deep-demo.ufoo.consulting/da/projects/db-schenker-radeburg
https://deep-demo.ufoo.consulting/da/projects/arendal-brandstation
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https://deep-demo.ufoo.consulting/da/form/contact
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Industri & logistik

Tyskland

Radeburg

AM 9007 - AM 9006 - AM 7016 - AM 7035

Hairplus 25

Arendal Brandstation
Offentlig

Arendal

Hairplus - Ral 7016
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